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Ex. balustrade joinery  panels
repaired and reinstated to new line.
Allow for additional strengthening
within balustrade thickness, to SE

specification.
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New
opening in
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wall.

Former
Vestry door
access to
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platform

blocked up.

Existing pulpit removed.
Strategy for recording to
be discussed with SFCT.
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Proposed external stair
access to existing door.
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New Walls/Floors
New Floor Area/External Works
Downtakings
Existing Walls
New opening
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Section BB As Proposed
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Existing timber ceiling lining
boards, spanning east-west,
fixed back to existing ties.

Proposed 'bat attic' maintenance access
hatch in ceiling of Biodiversity Discovery
Centre, installed during Phase One.
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New insulated concrete floor screed
with timber finish.
Allow for careful removal of existing
timber boards. Set aside boards for
reinstatement as proposed floor finish
to new first floor level.

5nr new rooflights to north roof
pitch, allowing 'working light' into
Main Hall space.

Gallery floor level extended to form
new public spaces including
mezzanine gallery, Biodiversity
Discovery Centre, Recording Studio
and access to proposed roof terrace..

New 'domestic' scale kitchen for
basic meal preparation.

New perimeter storage/bench joinery unit to
north wall, housing fan convector heaters.

Existing windows to be replaced with
new windows.

P03 Issued for Planning WN 25.04.23

Install new fire-rated timber doors.

NOTES
For  new and existing levels, hard and soft landscaping proposals
and boundaries, refer to Landscape Architects drawing
'12074-LD-PLN-100 Landscape General Arrangement'

Refer to SE drawings for drainage information.

New timber louvred bat access vent
with painted finish.

Existing leaded glass with openable top
light to be repaired and fitted into new
timber window frames.
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